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HTSB system Junction boxes

Description
Up to three heating circuits can be connected to the 
supply voltage with the polyester junction boxes.

The enclosures are available with the necessary cable 
glands resp. the threaded holes.

Junction boxes
for cold applied technology

	 Explosion protection
Ex protection type 
	  II 2G  Ex e IIC T6, T5 Gb 
	  II 2D  Ex tb IIIC T80 °C, T95 °C Db

Certification 	  
	 PTB 08 ATEX 1064  
	 IECEx PTB 09.0009X 
	 TC RU С-SI.ГБ08.B.00308

Ambient temperature range 	  
	 -55 °C to +40 °C for T6 
	 -55 °C to +55 °C for T5

	 Technical data
Protection class according to EN 60529 
	 Cover gasket	 IP 65

Supply voltage	  
	 max. AC 254 V

Thermal rated current* 
	 recommended max. 20 A  
	 (at 254 V and Ta = +55 °C)

Supply cable, cross section 
	 2.5 mm² to 6.0 mm²

Impact resistance 	  
	 7 Joule

Material 	  
Enclosure	  
	 polyester, glass-fibre reinforced

Cable Gland 
	 brass

Gland size Cable diameter 
	 M20 ∅ 6 to 12 mm

Seals  
	 -55 °C to +100 °C

* not tested as a system

Selection chart
Used for  
connection system

Heating circuit 
junction box

Dimensions 
mm

Cable glands 
for power supply

Threaded hole 
for heating circuit

Terminals 
mm2

Order no.

 Cold applied

-50 °C to +55 °C

single 122 x 120 x 90 1 x M20 (∅ 6 to 12 mm) 1 x M20 4 x 6; 3 x PE 07-5103-9213

double/triple 220 x 120 x 90 1 x M20 (∅ 6 to 12 mm) 3 x M20 12 x 6; 6 x PE 07-5103-9214


