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PSBL system Junction box

Features
	Wide temperature range

	Can be combined with connection 
	 technology PLEXO, heat shrink and  
	 cold-applied technology

	Flame-retardant

	Impact-resistant

	System approval

Description
Inside the junction box up to three heating circuits  
can be connected to the supply voltage. 

One cable gland with size M25 for the power cable is 
already assembled at the junction box. The enclosure 
is prepared with threads for heating tape glands with 
size M20.

	 Explosion protection
Ex protection type System	  
	  II 2G  Ex e IIC T5 Gb 
	  II 2D  Ex tb IIIC T 95 °C Db

Certification System 
	 KEMA 08 ATEX 0112 X 
	 IECEx KEM 09.0085X 
	 TC RU C-DE.ГБ06.B.00230

	 Technical data
Protection class according to EN 60529 
	 seal of cover	 IP 65 
	 cable gland	 IP 65

Ambient temperature 
	 -55 °C up to + 55 °C

Dimensions	  
	 see selection chart

Material 
	 Polyester, glass fibre reinforce

Voltage 
	 AC 254 V

Circuit protection 
	 Max. 16 A 
	 (dependant on the heating circuit length)

Junction box  
for PLEXO TCS, heat shrink and cold-applied technology

Dimensions (polyester, aluminium)
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Selection chart

Designation Description Dimensions (mm) Terminals (mm²) Order no.

Polyester System 27-1580-..10/....
for 1 heating circuit 122 x 120 x 90 4 x 6; 4 x PE 27-5452-42111210

for 2/3 heating circuits 220 x 120 x 90 12 x 6; 8 x PE 27-5452-44311210

Aluminium System 27-1580-..10/....
for 1 heating circuit 122 x 120 x 90 4 x 6; 4 x PE 27-5452-52111230

for 2/3 heating circuits 220 x 120 x 90 12 x 6; 8 x PE 27-5452-54311230

Stainless steel System 27-1580-..10/....
for 1 heating circuit 150 x 150 x 100 4 x 6; 4 x PE 27-5452-67111230

for 2/3 heating circuits 200 x 200 x 120 12 x 6; 8 x PE 27-5452-68311230


